
Mobil Super™ Moto Scooter MX 10W-40
Mobil Passenger Vehicle Lube , Ecuador

Mobil passenger-vehicle-lube

Product Description

Mobil Super™ Moto Scooter MX 10W-40 is a high performance, semi-synthetic four-stroke scooter engine oil developed for modern scooters.

 

Features and Benefits

Mobil Super™ Moto Scooter MX 10W-40 is specially designed to smooth acceleration required in city traffic conditions with minimal vibrations.

 

Additionally, Mobil Super™ Moto Scooter MX 10W-40 provides superior protection even to high capacity engines when compared to API SL requirements.

 

Excellent wear protection Longer engine component and overall engine life

Good thermal, oxidation stability and deposit control Cleaner running engines resulting in smooth flawless operation

Excellent corrosion protection properties Longer life of valve train and bearing components

Enhanced low temperature properties Easier cold weather starting, longer electrical system life

Low friction in engine moving parts Smooth accelerations and low vibrations

Features Advantages and Potential Benefits

 

Applications

Mobil Super Moto Scooter MX 10W-40 protects modern scooters with automatic transmission, specially protecting high power scooter engine.

 

Specifications and Approvals

API SL

JASO MB

This product meets or exceeds the requirements of:

 

Properties and Specifications

Grade SAE 10W-40

Ash, Sulfated, mass%, ASTM D874 0.79

Density @ 15 C, g/ml, ASTM D1298 0.8623

Property  
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Property  

Kinematic Viscosity @ 100 C, mm2/s, ASTM D445 13.6

Kinematic Viscosity @ 40 C, mm2/s, ASTM D445 93.8

Pour Point, °C, ASTM D97 -42

Viscosity Index, ASTM D2270 147

Flash Point, Cleveland Open Cup, °C, ASTM D92 229

 

Health and safety

Health and Safety recommendations for  this  product can be found on the Material  Safety Data Sheet  (MSDS) @ http://www.msds.exxonmobil.com/psims
/psims.aspx

All trademarks used herein are trademarks or registered trademarks of Exxon Mobil Corporation or one of its subsidiaries unless indicated otherwise.
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Teléfono:  (593) 4-3811980

Las características típicas son típicas de aquellas obtenidas con la tolerancia de la producción normal y no constituyen una especificación. Durante la fabricación
normal y en los diferentes lugares de mezcla son esperadas variaciones que no afectan el desempeño del producto. La información aquí contenida está sujeta a
cambios sin previo aviso. Todos los productos pueden no estar disponibles localmente. Para obtener más información, comuníquese con su representante local de
ExxonMobil, o viste www.exxonmobil.com  
ExxonMobil se compone de numerosas filiales y subsidiarias, muchas de ellas con nombres que incluyen Esso, Mobil o ExxonMobil. Nada en este documento
está destinado a invalidar o sustituir la separación corporativa de entidades locales. La responsabilidad por la acción local y la contabilidad permanecen con las
entidades locales afiliadas a ExxonMobil.
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