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REEEE, ASTM D2270 131
Bk Eh FFIKEERAOF, °C, ASTM D92 233
RENEL, °C, ASTM D97 15
BRI E MR, 2.0 mg KOH/g BIER S, /N, ASTM D943 10000
REBABRFEILBR, 578, ASTM D2272 2000
ThiE4EE, 2F B, ASTM D665 B
SR SR, 3 /N, 100°C, SF#Rk, ASTM D130 1B
JK, B 1 #8%, ml, ASTM D892 30
JaK, IEF 1, #8E M, ml, ASTM D892 0
K, IER 10, #%, ml, ASTM D892 0
JAIX, JEF 10, F8%E 4, ml, ASTM D892 0
JEK, IEF 11, #%, ml, ASTM D892 10
JAIX, JEF 11, F8E 4, ml, ASTM D892 0
FLib, B3R 3 mL ELERRIERRE, 54°C, 5388, ASTM D1401 10
FRM, 50°C, 5788, ASTM D3427 2
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METHRAERNEERERRTSESR BSRMEREEREK (SDS): http:/www.msds.exxonmobil.com/psims/psims.aspx
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ExxonMobil Hong Kong
22nd Floor, Central Plaza,
18 Harbour Road, Wanchai
Hong Kong

+852 3197 8888

http://www.exxonmobil.com

Typical Properties are typical of those obtained with normal production tolerance and do not constitute a specification. Variations that do not affect product
performance are to be expected during normal manufacture and at different blending locations. The information contained herein is subject to change without
notice. All products may not be available locally. For more information, contact your local ExxonMobil contact or visit www.exxonmobil.com

ExxonMobil is comprised of numerous affiliates and subsidiaries, many with names that include Esso, Mobil, or ExxonMobil. Nothing in this document is
intended to override or supersede the corporate separateness of local entities. Responsibility for local action and accountability remains with the local
ExxonMobil-affiliate entities.
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